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Technical data 1
SMALER
ELE"ROPOMPE Receiver From
Company name
Respons. Department
Person in charge
Phone number
Fax no
E-mail address
Mo ead - K - - - - ; Operating data specification
2609 ; | qe————Applicalion range————— Nominal flow m3h 0
2403 TTTmaaall : : . | Nominal head m 0
220—; | Static head m 0
2003 | NPSH - value of plant m 0
1803 | Inlet pressure bar 0,09793
1603 | - Fluid Water, pure
1403 - Operating temperature t A °C 20
1203 ' Density at t A kg/dm? 0,9983
100 ! Kin. viscosity at t A mm2/s 1,005
803 | Pump
603 /15 Pump name NR-152B /15
40—; Size
203 Design
[n%i_: Efficiency Speed rpm 2900 No of stages 15
eo—f Impeller ty pe Radial impeller
0_; Nominal m3/h
5 R
E Flow Max- m3/h 26
409 . B/15 ]
[kvv(f__ = - Min- m3/h 8
3 Shaft power P2
103 ' BAS(P2) Nominal m
8_: - o
5_; o Head Max- m 233
‘2‘—5 H Min- m 59
= =3
N =
M P Shvalues 5 Head H(Q=0) m 257
83 - NPSH 3% m
6_; Max. working pressure bar 25,1
A Shaft power kW
2 ..
L L L R R A L N L LN ALY ALY L Efficiency %
0 26 [meh] Max absorbed power kw 11,183
Materials Pump Dimensions in mm
Shaft Stainless steel AISI 431 (1.4057) H 1118 o MAX
Impeller Technopoly mer L 725 )
od 144
Diffuser Technopoly mer oD G 3 b
Suction support Cast iron EN-GJL-250 oMax 150 L[]
Outlet Cast iron EN-GJL-250 T 1843 ‘
Pump pipe Stainless steel AISI 304 (1.4301) |
Cable cover Stainless steel AISI 304 (1.4301) ‘
| ==
Valve Stainless steel AlISI 304 (1.4301) + Poly carbonatges ‘
|
t —-
[
]
|
Motor Frame size 6" ‘
|
Manuf acturer / Ty pe SAER MS152-17 ‘
Rated power kw |13 Efficiency 4/4 82 % G 3 |
|
Electric current 27,7 Speed rpm | 2885 [
|
Electric voltage 400 V 3~ ‘ Hz | 50
Starting mode Directly Fi
Degree of protection IP 68 ‘ Insulation class
Remarks:
Project Project ID Created by Created on Last update
2019-05-13
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