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Technical data 1
Al B MKS0/13
ELE"ROPOMPE Receiver From
Company name
Respons. Department
Person in charge
Phone number
Fax no
E-mail address
midHead I I Operating data specification
3 ~4——Application range—————————p i 3
210 7 Nominal flow m3/h 0
220 Nominal head m 0
200_5 Static head m 0
E NPSH - value of plant m 0
1805
3 Inlet pressure bar 0,09793
1604
E Fluid Water, pure
140_: Operating temperature t A °C 20
120 Density at t A kg/m® 998,3
100—: Kin. viscosity att A mm2/s 1,005
80_5 Pump
60 Pump name MK50/13
40‘; Size
20 Design
[665}_' r— Speed rpm 2900 No of stages 13
gg Impeller ty pe Radial impeller
50- - Nominal m3/h
45 /13
gg - Flow Max- m3/h 24
in- 3,
shaft power P2 13 (P2) Min m3h 6
[K\N]—: ﬁ//j/‘ . o Nominal m
8 ' § Head Max- m 234
= : Min- m 92,8
B by =
[ e 8 Head H(Q=0) m 244
6 & NPSH 3% m
5 3
4 2 Max. working pressure bar 23,9
g: €  Shaft power kw
z L
1...,...,...,...,...,...i....‘...,*...,...,...,...,'...‘.3..3 Efficiency %
0 (me/h] Max absorbed power kW 13,51
Materials Pump Dimensions in mm
Shaft Stainless steel AISI 431 (1.4057) H 979 T 1663
Impeller Cast iron EN-GJL-250 L 540
D 320
Diffuser Cast iron EN-GJL-250 °
Gasket EPDM Rubber $ D
Base Cast iron EN-GJL-250
Spider Cast iron EN-GJL-250
Mechanical seal BQ1EG (Gra/Sic/EPDM)
Pump pipe Stainless steel AISI 304 (1.4301) =
o
pu
Motor Frame size 160 M T
n4 919 | B
Manufacturer / Ty pe SAER 3 PH DM STD f
e $\..
Rated power kw |15 Efficiency 4/4 0% / \ 1 =1 9 2
s @—_@f W\ 8l gl 5
Electric current A |0 Speed rpm | 2950 = = & =
U [T T \
Electric voltage VvV |400 V 3~ ‘ Hz | 50
130 n'4 ¢14
Starting mode Unknown 196 215
Degree of protection IP 55 ‘ Insulation class F 300 256
Remarks:
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